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Specifications

Memory *+ O Durability
Intel® Core™ i7-5650U, 2x2.2GHz ggg ngj
Intel® Core™ i7-7600U, 2x2.8GHz 16GB DDR4 Operating temperature
Intel® Core™ i5-7300U, 2x2.6GHz -40°C to +75°C
Intel® Core™ i3-7100U, 2x2.4GHz 5]
Intel® Celeron 3965U, 2x2.2GHz Storage Humidity / rain / dust
—| 98% at 35C, 60-107KPa
54 Interfaces *+ 128GB SSD Rain — 5mm/min
256GB SSD _
USB3.0 — 4 512GB SS wind 0.5-1m/s
o gptox 1TB SSD
mPCle - x o
- Vibration / Shock
HDMI — x1 . .
: i\ _ Video Vibration — 159 at 5-500Hz
Display Port - up to x3 . i
RS232/422/485 — up to x4 Intel HD Graphics Multiple Shock = 40g 5-10ms
> Ethernet 10/100/1000 — up to x5 . P Suppl Single Shock - 100g
% Microphone/Audio (7+1) — X1 |61 =] Power Supply e S G
- % : 12-36VDC 80W (external)
= Operating System Backup Battery -
g Windows Pro7/8.1/10
Windows Server 2008
© Windows Server 2012
8 Windows Server 2016
" — RedHat Linux
E Debian Linux
— Ubuntu Linux
{3 Security Options *
-Trusted Platform Module (TPM 2.0) -Chassis intrusion detection
-Radio-frequency identification (RFID) -Intelligent interface lockout

-Fingerprint Scanner
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* Please note that specifications might change without notice.
** This option might change depending on chosen CPU.
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